Digital Photography Workflow Summary
1. Shoot:

use maximum resolution and save as jpeg files.

2. Unload:

use a card reader and nested folders.

3. Cull:


use lossless rotation and throw out the trash

4. CD:


create archive copies of all files

5. Edit:


do all editing in the native file type

6. Sharpen: 

use Unsharp Mask, and do it last

7. Share: 

print some, email some and show them off!
Resolution Guidelines
	Print Size
	Pixels for 200 ppi Printing
	Pixels for 240 ppi printing
	Pixels for 300 ppi Printing

	4 x 6 inches
	800 x 1200      (1M)
	960 x 1440   (1.4M)
	1200 x 1800    (2.1M)

	5 x 7 inches
	1000 x 1400    (1.5M)
	1200 x 1680  (2.0M)
	1500 x 2100    (3.1M)

	8 x 10 inches
	1600 x 2000    (3.2M)
	1920 x 2400  (4.6M)
	2400 x 3000    (7.2M)

	11 x 14 inches
	2200 x 2800    (6.1M)
	2640 x 3360  (8.8M)
	3300 x 4200   (13.8M)


Unsharp Mask Settings Values
	Amount of Detail
	Amount
	Radius
	Threshold

	High
	200 – 300   (200)
	.4 – 1   (.7)
	0 – 4    (0)

	Medium
	125 – 175  (135)
	1 - 1.5   (1)
	8 – 12  (8)

	Low
	75 – 125    (145)
	2 – 3     (2)
	8 – 12  (8)


I show the range for the adjustment, and then a proposed value.

To Create an Index Print in Windows XP
1. Open the Folder containing the picture files.

2. Right Click the first image. 

3. Select Print and the Photo Printing Wizard opens

4. Select one, some or all of the images.

5. Select the printer to be used.

6. Select Contact Sheet
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